CONNECTOR TOUGHMATE

TOUGHNMATE

= CONNECTOR

Technical Data

Construction and Test Standards:
Ingress Protection:

Operating Temperature:
Clamping Arrangement:

Cable Type:

Number of Cores:

Core Size:

Current range:
Voltage range:
Assembly Instructions:

Max No. of make & break operations
(EN61984): on and off load

Ordering Options
Manufacture |
L

Type

Connector Style
The CP is always supplied with pin
contacts

* For best practice please ensure that the socket side is energised only

Sample Order Code

Manufacture/Type/Material etc

HAWKE

International



TOUGHMATE CONNECTOR

ToughMate Features ®)

3
1. Unique fuse pin design 2. Quick Connect via a 3. Custom peg design to
available to give circuit protection 4 start thread Earth and Key ensure correct mating
without the need for enclosures. location Screw locations every time.

Besa Box Receptacle to Connector Plug
For Besa Box Mounting
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Bulkhead Receptacle to Connector Plug
For Enclosure/Equipment Mounting
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Connector Receptacle to Connector Plug
For Inline Connections
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Connector plugs and connector receptacles accept a cable OD of 10mm to 14mm.
For any cable OD outside of these sizes, please contact Hawke Sales for more details.
All bulkhead receptacles are supplied with an M40 entry.
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